Table 7-5

Flowing and Static Bottom-hole Pressure Data u ¢ 2009
WDW-163 Injection Interval

Date of Test 3/30/93 3/29/94 3/28/95 | 3/26/96  3/29/97  4/7/98 4/6/99 4/11/00 | 3/21/01 | 3/23/02 3/18/03 3/8/04 | 3/23/05 @ 4/10/06 | 5/15/07 | 4/14/08
Measured Static Pressure (psia) 2,166 2,156 2,157 2171 2157 2,169 2,167 2,164 2,163 2,169 2173 2.1 2,162 2155 2,150 2152
Shut In Length (hrs) 12 10 11 8 | 13 17 14 19 24 16 19 17 15 21 19 20
G__g_ugg__"])epthl (KB) 5,414 5,414 5,414 5,414 5,414 5,414 5,414 5,414 5,414 5,393 5413 5,405 5,400 5,400 5,400 5,400
Fill Depth (KB) 5,829 5,828 5,830 5,833 5,832 5,827 5,825 5,825 5,838 5,855 5,829 | 5,827 5,827 5,828 5,828 5,827
Fluid Gradient (psi/ft) 0.450 0.449 0.444 0.448 0.448 0.447 0.452 0.450 0.450 0.452 0.451 1 0.451 0.450 0.450 0.451 0.451
Static Pressure at Reference Depth’ (psia) 2,189 2,178 2,179 2,199 2,179 2,191 2,190 2,187 2,186 2,201 2,196 ; 2,200 2,191 2,184 2,179 2179
Injection Rate (gpm) 100 100 100 150 125 150 92 130 160 160 150 | 150 150 150 110 142
Final Flowing Pressure (psia) 2,346 2,385 2,596 2,579 2,384 2,381 1 2,550 2,581 2,759 2,687 2,703 | 2,654 2,648 2,735 2,459 2572
Flowing Pressure at Reference Depth2 (psia) 2,369 2,407 2,618 2,601 2,406 2,403 | 2,573 2,604 2,782 2,719 2,726 | 2,681 2,677 2,764 2,488 2,601
Skin Factor +93 +151 +253 +153 | +99 +78 +500 +488 +355 +350 +375 +384 +363 +619 +128 +159
Skin Pressure Drop (psi) 118 141 423 381 210 191 375 409 581 505 517 | 470 476 571 291 395
Flowing Press. (psia) at Ref. Depth w/Skin Correction | 2,251 2,266 2,195 2,220 2,196 2,212 2,198 2,195 2200 2,214 2,209 2211 2,201 2,193 2,197 2,206
Thickness (ft) 244 244 244 244 244 244 244 244 244 244 244 244 244 244 244 244
Viscosity (cP) 0.56 0.56 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52 0.52
T'ransmissibility (mD-ft/cP) 271,886 259,686 289,600 291,600 | 290,883 301,661 | 594,246 | 751,378 437,196 573,394 538,652 | 594,461 | 554,315 @ 786,634 | 234,232 | 277,053
Permeability (mD) 624 596 617 621 620 643 1,266 1,600 1,008 1,145 11,122 | 1,267 1,181 1,676 500 590
Notes: 1 Gauge depth is usually above perforations at 5,424-5,700 feet KB

2 Reference depth is 5,464 feet KB, at approximate middle of Injection Interval Sand 3; original static BHP at this depth was 2 190 psi
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